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2 ’ ‘ | ° DRG. AFM-VAR |5
FREQ. PRODUCT/ASSEMBLY
LENGTH LENGTH WEIGHT _
N
I S A AFM UNCUT 197 182 10.56 DESCRIPTION
END CAP BLACK ANTENNA MOULDED FLEXI -
) - MOULDED ON IN BLACK NYLON - AFM-R 330-366 187 172 10.25 VARIOUS
P GRILON TSZz-1.
EXCEPT FOR UNGUT. AFM-S 350-392 178 163 1007 |rernr -
$5.6 AFM-S1 380-400 162 147 9.60
AFM-S2 410-430 152 136 9.32 —
AFM-T 390-432 154 139 9.38 N/A
AFM-T2 420-456 147 132 9.19
WEIGHT
AFM-TET 380-430 158 143 9.49 SEE TABLE
APPROVED JJ DO.CHECK KD
AFM-U 430-472 139 124 8.97 SCALE 1:1 DIMENSIONS IN mm
E 1 AFM-W 470-512 124 109 8.55 RAF PROJECTION @ ]
= e AFM-UT | 406-472 144 129 9.10
%)
2' AFM-R2 350-370 183 168 10.17
% STEEL MULTIWIRE AFM-S4 450-470 134 119 8.83
o FLEXI - SHAFT AFM-835 | 762-870 82 67 7.37
3 AFM-868 868 69 54 8.40 Ui
AFM-U1 410-470 144 129 910  |01019] 1 DILI\?IEEIEIIIEO_E\)IS 01/05/2015| PE
AFM-U2 450-512 127 112 8.64 POATEDTO
QINEEEQQIIE\ASQFXIN%ED 01019] 2 |™ e monioy " [26/10/2018| NA
| 58887 TPU. NOTES: ﬁ
é A 1. MOULDED COMPONENTS TO BE FREE FROM — OB
DISTORTION, FLASH, SINK AND FLOW MARKS. ISO VIEW 01019 3 | AppeD.NOTES, |26/11/2019| PE
COSMETIC SURFACES MUST BE FREE FROM SCALE 1:2 AR
BLEMISHES AND ALL OTHER SURFACE : T REEARE ST e o
IMPERFECTIONS. TOLERANCES UNLESS OTHERWISE STATED
2. END CAP TO BE MOULDED ON USING TOOL YT-1942. 0DEC.PLACE  #0.5 | 2 DEC. PLACES +0.1
1 DEC. PLACE +0.2 | ANGULAR +1°
o 1} % ANTENNAS Q.G BEPORE GOMMENGNG 1" RrT T DENOTES
= PRODUCTION. A LATEST ISSUE D) CRITICAL
4. ALL MATERIALS SUPPLIED MUST BE RoHS3
| ®12.4 (DIRECTIVE (EU) 2015/863) COMPLIANT AND MUST g 7 ) PANORAINA
. | NOT CONTAIN ANY SUBSTANCES OF VERY HIGH
5103 CONCERN (SVHCs) LISTED UNDER REACH OR POLY- ANTENNAS
. AROMATIC HYDROCARBONS (PAHSs), OR
PERSISTENT ORGANIC POLLUTANTS (POPs) R DISCLOSED TO A THIRD PARTY
( 6 X075 —6H ) CONTROLLED BY THE STOCKHOLM CONVENTION. WITHOUT THE WRITTEN CONSENT OF
© 2018 Y
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