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PART No. CONECTOR LENGTH 'L’ (mm) WEIGHT (g) TOLERANCES UNLESS OTHERWISE STATED
0 DEC.PLACE  #0.5 | 2DEC. PLACES #0.1
GPS25MS-6SP SMA PLUG 5900 +50/-50 245 T DEC. PLAGE 302 | ANGULAR T
FAKRA C JACK
GPS25MS-6FAKCJ SIGNAL BLUE 5900 +50/-50 245 OPERATING FREQUENCIES:
GPS/GNSS
L1 1575MHz 37dB * 4dB
L2 1227MHz 36dB * 4dB
L5 1176MHz 32dB * 4dB
HOUSING MOULDED IN BLACK, UV
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CABLE FLAGJ

NOTES:

1.

SLOTTED NUT AND

SHAKEPROOF WASHER

BLACK HEAT
SHRINK SLEEVE

M18 x1
THREAD

RG-174 FR COAX CABL
LENGTH'L' - SEE TABLE

GPS/GNSS ID SLEEVE

SEE TABLE FOR
CONNECTOR

e 7

ISO VIEW

SCALE 1:2

SAMPLES MUST BE APPROVED BY PANORAMA ANTENNAS Q.C. BEFORE
COMMENCING PRODUCTION.

ALL MATERIALS SUPPLIED MUST BE RoHS3 (DIRECTIVE (EU) 2015/863)
COMPLIANT AND MUST NOT CONTAIN ANY SUBSTANCES OF VERY HIGH
CONCERN (SVHCs) LISTED UNDER REACH OR POLY-AROMATIC
HYDROCARBONS (PAHs), OR PERSISTENT ORGANIC POLLUTANTS (POPs)
CONTROLLED BY THE STOCKHOLM CONVENTION.
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DATE
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WEIGHT 141.93(NET)§
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