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FLAME RETARDANT CS32 5mm 
COAX CABLE 3000mm LONG

CABLE 
MANAGEMENT 
RUBBER BUNG

FLAME RETARDANT RG174
COAX CABLE 3000mm LONG

TOP MOULDED COVER
MATERIAL: FLAME 
RETARDANT UV STABLE 
BLACK ABS

FLAME RETARDANT CS29 5mm
COAX CABLE 3000mm LONG

FAKRA I JACK -
BEIGE (WIFI)

FAKRA C JACK -
SIGNAL BLUE (GPS)

FAKRA D JACK - BORDEAUX
(CELL)

ISO VIEW
SCALE 1:3

 2.3 

ADHESIVE PAD
(SUPPLIED LOOSE)

OPERATING FREQUENCIES:
CELL FEED: 698-960 / 1710-2700 MHz
WIFI FEED: 2.4/5 GHz
GPS FEED: 1575-1612 MHz 26dB LNA

2
NOTES:

SAMPLES MUST BE APPROVED BY PANORAMA 1.
ANTENNAS Q.C. BEFORE COMMENCING 
PRODUCTION.

ALL MATERIALS SUPPLIED MUST BE RoHS2 2.
(DIRECTIVE 2011/65/EU) COMPLIANT AND 
MUST NOT CONTAIN ANY SUBSTANCES OF 
VERY HIGH CONCERN (SVHCs) LISTED UNDER 
REACH OR POLY-AROMATIC HYDROCARBONS 
(PAHs), OR PERSISTENT ORGANIC 
POLLUTANTS (POPs) CONTROLLED BY THE 
STOCKHOLM CONVENTION.
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THIS DOCUMENT MUST NOT BE COPIED OR DISCLOSED TO A THIRD PARTY
WITHOUT THE WRITTEN CONSENT OF PANORAMA ANTENNAS LTD.
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TOLERANCES UNLESS OTHERWISE STATED
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PRODUCTION ISSUE
01019 IC10/12/20151

IC01019 13/04/2017NOTES ADDED AND ADHESIVE 
PAD UPDATED2
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GPS/GNSS CELL WIFI DASH MOUNT 
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